EJ-3U404 -c » 3U Rackmount Chassis

Specifications

= EIARS-310C 19" Rackmount Standard

= Construction: Heavy Duty Cold Rolled Electroplated Steel

= Color: Black(Standard), Beige or Custom

= System Boards: Pentium 4, Dual Xeon, Athlon 64, Dual

Opteron

= Motherboard Size: Support ATX M/B (Max. To 12" x 9.6”)

» Drive Bays:1x 5.25", 1x 3.5", & 2x 3.5" HDD

= Power Supply: (Rear Chassis Installation) 2U Single or
Redundant Power Supply (Optional) with Max Depth
275mm

= Cooling Units: 2x (80mm = CFM ea.), (Optional):
1x (60mm = 23.5CFM ea.) Heavy Duty Ball Bearing Fans

= Expansion Slot: 7 x Vertical Full Height PCI Slots

= Connector Port (front): 2x USB

= Indicators: LEDs for Power, HDD Activity, & LAN

= Buttons: Recessed Power On/Off & System Reset Thin
Rocker Switches

= Dimensions(WxHxD): 483x133x400mm

(19"x5.2"x15.7")

= Cuft: 3.5

= GW: 13.0kgs/39.71bs

= Carton Size(cm): 61.0x41.8x85.5
(22.8"x11.2"x23.6")

= Humidity: 5%-95% Non-condensing
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