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DYNAPOWER USA

Excellent Design 
          for Industrial Computing Server

FEATURES
Drive Bays          5.25” x 3, 3.5” x 1 (Open) 3.5” x 5 (Hidden) 

Power supply   PS/2 Single, Mini  Redundant

Cooling               120 mmx1, 80mmx1

Dimensions       19”( W )x 7”( H) x 19” (D)

Construction     Heavy-Duty Steel    

Support ATX M/B (12” X 10.5”)

LEDs for Power ON/OFF, HDD Active

USB2.0x2

120mm fan with Air filter 

Additional HDD racks can  hold up to 5 

HardDrives 

Rubber shock absorbers reduces

drives vibration

Reliability, Scalability, Flexibility 

SPECIFICATIONS



 19 " Rackmount Chassis  

Cooling Fan
• Standard 1 x 120 mm front blower fan

1 x 80 mm fan

Slot Opening
• 7

Riser Card
• N/A

Material
• SGCC

Sheet Metal Thickness
• 1.0 mm

Net Weight (Chassis only)
• 13.9 kg

Cubic Feet
• 4.31

Backplane
• SCSI

Model Name
•  EJ-4U489

M/B Form Factor
• Extended ATX (12” × 10.5”)

Dimension (W×H×D)
• 480 mm(W)x 177 mm (H)x 480 mm(D)
• 19” (W)x 7” (H)x 19”( D)

Drive Bays
• External 5.25” 3

3.5” 1
• Internal 3.5” 5
• HDD Trays 2

PSU
• Form Factor PS/2 Single/ Mini-Redundant

Indicators
• Power ON/OFF, HDD/Activity

Front Controls
• Power ON/OFF,  System Reset

EJ-4U489 SPECIFICATIONS

Display LEDs:
Power, HDD

Power switch; Reset 
switch

USB2.0x2 

External 3 x 5.25” 
drive bays

External 1 x 3.5” drive bays

14 PCI expansion  
slots (Option) 

PS/2 PSU (Option)

1x80mm Fan

Card-retainer

Support  ATX  M/B

1 x 120 mm
blower fan with

air filter
 

Internal 1 x 3.5” drive bay

4 x 3.5” drive bay

Front door with keylock

SCSI port cutout

PSU (Option)

ATX I/O Gasket

7 PCI expansion  
slots 
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 Rear View

 Rear View
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USB2.0 80mm Fan 120mm Fan Card retainer Main board

12”x13”

Slip resistance 
handle 


